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Maintenance
1.Please keep the light in dryness and avoiding use in wet place.
2.Using intermittenlly can be extended the life.
3.Attention to clean the fan and lens usually in order to get the ventilating effects and lighting effects
better.
4.Please do not wipe the crust using organic menstruum for avoid to damaged the product.

Statement
The product has well capability and intact packing when leave factory,All of the user should comply
with above warning item and manual ,any misuse cause of the damages are not included in our
guarantee,and also can’t be responsible for any malfunction & problem owing to ignore the manual.
Please forgive that we will not be notice for technical change

Attention Item
1.For guarantee the life of product,please do not put it on the wet place and not use it the place over
40 degree.
2.Please don’t lay the product on the un-fixable or shakable place.
3.Ask for the professional to maintain the product in order to avoid the danger of get an electric
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shock.
4.Power supply should not be changed over +&-10% while the light is using,it will be decreased the
life of lamp if the power is too high,but it will be influenced the luminosity if the power is too low.
5.After power off,if it is need used again,please cool down over 20 minuter.
6.Please look round the manual for ensure the product can be used normally.

DMX Channel Summary-11 Channels Mode
Channel Value Function
CH1 0-255 Pan \X-axis

CH2 0-255 Tilt \Y-axis

CH3 0-255 Pan & Tilt Speed \ XY speed

CH4 0-255 Master Dimmer dimming

CH5
0-9 Empty

10-255 Strobe from slow to fast

CH6 0-255 Red dimmer

CH7 0-255 Green dimmer

CH8 0-255 Blue dimmer

CH9 0-255 White dimmer

CH10

0-127 Lens wheel position

128-191 Lens wheel positive rotation

192-255 Lens wheel negative rotation

CH11

0-63 Other channel effectivity

64-159 Auto mode

160-249 Sound mode

250-255 Reset

DMX Channel Summary-13 Channels Mode
Channel Value Function
CH1 0-255 Pan \X-axis

CH2 0-255 Pan Fine \X-axis fine

CH3 0-255 Tilt \Y-axis

CH4 0-255 Tilt Fine \Y-axis fine

CH5 0-255 Pan & Tilt Speed \ XY speed

CH6 0-255 Master Dimmer dimming

CH7 0-9 Empty
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10-255 Strobe from slow to fast

CH8 0-255 Red dimmer

CH9 0-255 Green dimmer

CH10 0-255 Blue dimmer

CH11 0-255 White dimmer

CH12

0-127 Lens wheel position

128-191 Lens wheel positive rotation

192-255 Lens wheel negative rotation

CH13

0-63 Other channel effectivity

64-159 Auto mode

160-249 Sound mode

250-255 Reset

Display Control Instruction
Menu: To select menu or exit
Up: Increase value
Down: Decrease value
Enter: Confirm or enter sub-menu

Note:
1.This device equipped with DMX control and master-slave auto run detecting
function
2.When any value changed, press “Enter” button, the new value is saved after
display “- - - -” on digital tube.
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Product Introduction

Voltage: AC100~250V，50/60Hz

Power consumption: 100W@220V
Light source: 5*12W bright LED
LED quantity: 5pcs LED
Colors: RGBW 4in1 LED
Dimming: 0~100% linear dimming
Strobe: 0~25 F.P.S, speed adjustable
Control mode: auto run, DMX512, sound control, master-slave
DMX channels: 11CH/13CH, 2 channel modes
Cooling system: automatic AI cooling system
Housing: High temperature Engineering plastic
Working Environment: Indoor
Max. Ambient Temperature: 105°F (40°C)
Min. distance to flammable surface: 3.3ft (1m)
Min. Distance to illuminated surface: 1ft (0.3m)

Trouble Shooting
Make sure fixture is cool and disconnected from power mains before any service.
Weekly operating hours and environmental conditions will establish how often the
fixtures need cleaning. Fixtures should be cleaned and inspected at least once a
month to maintain optimum performance. Accumulation of dust and fog residue
increases heat buildup, can lead to malfunctions, overheating and reduction in
maximum light output, reduced fixture life and overall performance.
1) Disconnect fixture from power mains.
2) Use a vacuum with a soft brush to remove dust collected on external vents and
internal components. If using an air compressor, use low pressures and extreme care
to prevent damaging any internal parts or effects.
3) Clean all optical elements when the fixture is cold. Use a soft lint free cotton
cloth or tissue and cleaner safe for plastics.
4) Inspect clamps and safety cables regularly to ensure fixture is secure.
5) Please repair in the technical guidance of the manufacturers
Symptom Possible Cause / Solution
No Power Check for power on mains
Erratic / No response to DMX Check data cables:
connection and proper wiring
Check Display settings
Check Start Address
Incorrectly responds to DMX Check Start Address
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Check for overlapping addresses
Check Menu settings


